
Key Features

Dimensions

Accessories

DS-2CC1173P-VF(IR)    Weather-proof IR Bullet Camera

Unit: mm

3D
Low Light

5601/3”

Smart IR

Vari-FocalIP66

Camera

Effective pixels     

Min. illumination
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Lens 
.   mm .
n le of vie    .

Lens mount 14

uto i is  DC drive

n le ad ustment an     tilt     rotation    

Day & night  cut lter ith auto s itch

Horizontal resolution Color   L    L

ynchronization nternal  po er synchronization

Video output
1Vp p composite output    C

est monitor out 1Vp p composite output    C  device line

 ratio More than  d

Menu

Camera D n  off 1  letters  ad usted position

uto gain control Lo   middle  high  off

D  mode uto  day  night

uto hite alance uto trace 1  auto trace   manual  auto control

rivacy mas n  off  maximum  zones

Motion detection n  off

LC rea  value  off

Eclipse n  off

Digital WDR ndoor  outdoor  off

nti ic er n  off

Language English  Chinese

Video
M R  R  digital WDR  excessive high light compensation  gamma correction  

digital zoom  digital noise reduction    E  mirror  sharpness   C  lemish 
detection

General

perating conditions
1 C  C 14   14

Humidity  or less non condensing

o er supply 4 V C  1  1  VDC  1

Weather-proof rating

R range - R  approx.    meters

o er consumption
. W max.

- R  1 W max.

Dimensions  x  x 14mm .   .4   1 .

Weight 1 g 4.  l s

Available models
D - CC11 -V  D - CC11 - V R

http://www.asi.ind.in


