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Key features

Dimensions

Accessories

eci cations

DS-2CD754FWD-E(I)(Z)    2MP WDR Indoor Dome Camera

 DS-1227ZJ 
(Indoor in-ceiling mount)

DS-1229ZJ
 (Vandal-proof wall mount)

Unit: mm

 p to 2 megapi el (192   1 ) re olution

 12 d  wide d namic range

 Da   nig t auto witc

 ull D1  real time ideo 

 otori ed V  len  optional (-Z)

 I  D  optional (-I  up to 2 m) 

 Vandal-proof ou ing

DS-2 D7 D- (I)(Z)

Camera

Image en or 1  progre i e can S

in  illumination
1 lu 1 2   
17 lu 1   

 lu  wit  I

S utter time 1 2   1 1

en
2 7  9 mm 1  angle of iew  1 1   
-Z  motori ed V  len

en  mount 14

uto iri D  dri e

ngle ad u tment an     tilt    7  rotation    

Da   nig t lectronic   (-I  I  cut lter wit  auto witc )

ide d namice range 12 d

Compression standard

Video compre ion 2 4  4  J

it rate 2 p   1  p

udio compre ion 711  72

Dual tream e

Image

a  image re olution 192   1

rame rate
  2  fp  (192   1 )   2  fp  (12   72 )
   fp  (192   1 )    fp  (12   72 )

Image etting  Saturation  rig tne  contra t ad u ta le t roug  client oftware or we  row er

Network 

etwor  torage S ( iS SI optional)

larm trigger otion detection  tampering alarm  networ  di connect  I  addre  con ict  torage e ception

rotocol
I   D  D S  DD S   S  o  S   S  S   

2 1  o  (SI  S  I  optional)

Securit er aut entication  watermar

S tem compati ilit VI  SI  I

Interface

udio input 1-c   mm audio interface  I  I I  I

udio output 1-c   mm audio interface (line le el   )

Communication interface 1 J4  1   1  et ernet port and 1 S-4  interface 

larm input 2

larm output 2

Video output 1 Vp-p compo ite output (7    C )

n- oard torage uilt-in SD SD C lot  up to 2  

e et utton e

General

perating condition -1 C  C (14   14 )   umidit  9  or le  (non-conden ing)

ower uppl 12 VDC  1  o  ( 2 af)

ower con umption    1     (I  D  2  motori ed V  len  )

Impact protection I C -27  J  1 2  up to I 1

I  range -I  appro  1  to 2  meter

Dimen ion  14   114 mm (  1   4 49 )

eig t 14 g ( 9 l )

Available models
DS-2CD7 4 D-  DS-2CD7 4 D- I  DS-2CD7 4 D- Z  DS-2CD7 4 D- IZ

 -I   I  D  up to 2 m
 -Z  motori ed V  len

HD Video

CMOS
CMOS

1/3”

http://www.asi.ind.in


