
Specifications CP-NC6-M CP-NC6W-M

Image Sensor

Minimum Illumination

Shutter Speed

White Balance

Lens

Video Compression

Video Streaming

Resolution

Frame Rate

Digital Zoom

Motion detection

Multiple Languages

Interface

Wireless NA 802.11b/g/n

Protocol

Password Levels

Internet Browser

User Account

Operating Temperature

Humidity

Power Consumption

Regulatory

Dimension

CE, FCC Compliant

60x92x22mm

Internet Explorer 6.0 & above

4

0° ~ 40°C (14° ~ 122° F)

10% to 90%, No Condensation

5V, 1 Amp

On/Off

English, French, German, Italian, Korean, Simplified Chinese, Russian

10/100Mbps Ethernet (RJ-45)

IPv4, TCP/IP, UDP, RTP, RTSP, HTTP, HTTPS, ICMP, FTP, SMTP, DHCP, PPPoE, UPnP, IGMP,

SNMP, QoS

User and Administrator

MPEG4/MJPEG

MPEG4

VGA (640x480)@25fps

25/30 FPS

4X

0.3Mega pixel CMOS Sensor

1.3 Lux

1~ 1/10000 sec.

Auto

2.83 mm

Main Features

CP-NC6/W-M

 1/6'' VGA CMOS IP camera

Ÿ Progressive Scan CMOS Sensor

Ÿ Dual Mode MPEG4 and Motion-JPEG Image Video

Ÿ Supports Windows 2000/XP/Vista/Win7

Ÿ Support Windows-based and Web-based 

Monitoring Utility

Ÿ Supports DDNS & UPnP

Ÿ Includes easy-to-use Viewer & Recorder utility

Ÿ 1T1R 802.11b/g/n Wireless Supported (only)
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