
SCD-6080

Full HD (1,920×1,080, 30fps) mega resolution, HD(1280 × 720, 60fps)
Min. Illumination 1 Lux @F1.2 (Color), 0.1 Lux (B/W)

 2.8x varifocal lens(3 ~ 8.5mm)
True Day & Night (ICR), MD
SSNRIII (3D+2D), RS-485, dual Power 

The SCD-6080 is Samsung Techwin’s HD-SDI megapixel digital 
camera, using HD-SDI technology this camera transfers HD 
Megapixel images without signal interruption or video delay; it is 
ideal for use in high-security surveillance applications for 
example; casinos, banking and hotels. The SCD-6080 can transfer 
full HD (1920 x 1080) resolution videos max. 100m distance at 
30fps real-time. In addition, this true day/night camera has a 2.8x 
motorized varifocal lens provides flexibility for installation, SSDR 
and SSNRIII.
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Real clarity 
           with HD-SDI



SCD-6080
VIDEO
Imaging Device
Total Pixels
Effective Pixels
Scanning System
Min. Illumination
S / N Ratio
Video Output
LENS TYPE 
Focal Length (Zoom Ratio)
Max. Aperture Ratio
Angular Field of View
Min. Object Distance 0.5m
Focus Control
Lens Type
Mount Type
PAN / TILT 
Pan Range
Tilt Range
Rotate Range
OPERATIONAL

On Screen Display

Camera Title
Day & Night
Backlight Compensation
Contrast Enhancement
Digital Noise Reduction III
Motion Detection
Privacy Masking
Sens-up (Frame Integration)
Gain Control
White Balance
Electronic Shutter Speed
Digital Zoom
Reverse
Alarm
Communication
Protocol
ENVIRONMENTAL
Operating Temperature / Humidity
ELECTRICAL
Input Voltage/Current
Power Consumption
MECHANICAL
Color / Material
Dimension (WxHxD)
Weight
TRANSMISSION DISTANCE
L-5C2V ( 75ohm )
L-6CHD ( 75ohm )

Specifications

D&N ICR1Lux
DUAL 

POWER
Full
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