
SRN-3250/6450

Real-time H.264/MPEG-4/MJPEG triple codec
960(800)fps real-time recording at CIF (SRN-3250)

   1920(1600)fps real time recording at CIF (SRN-6450)
Large-sized default HDD with 1TB data capacity
Supports multiple video streaming
Optimal quality for real-time network monitoring

The SRN-3250/6450 is a high-quality, high performance 
network-based video recorder supporting up to 32/64 
network streams. The NVR features real-time recording 
capability at 30fps, CIF resolution and assures users do 
not miss any moment. Also, it utilises H.264, MPEG-4 and 
MJPEG codec and enables to select proper codec that 
meets users’ need.

32CH/64CH Network Video Recorder

Simultaneous 64/32 Channel 
         Network Recording

www.samsungsecurity.com



Eco mark

Triple
Codec64CH/32CH Max.20TB HDD

960fps(N)
800fps(P)

1920fps(N)
1600fps(P)

32CH/64CH Network Video Recorder

SRN-3250/6450

Dimensions
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Specifications
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SRN-6450 SRN-3250
DISPLAY

N/W Camera
Inputs 

Resolution

Web Support
Live

Search

PERFORMANCE

Recording

Compression

Recording bit rate

Record Rate
(NTSC/PAL)

Mode

Overwrite modes

Pre-alarm

Post-alarm

Search & Playback
Search Mode

Playback Function

Network

Bandwidth Control

Max. Remote Users

Protocol Support

Monitoring

Storage

Maximum Capacity

RAID

Internal HDD

External HDD

NAS

Security Password Protection

INTERFACE

Monitors DOT Matrix LCD

Alarm

Inputs

Outputs

Remote Notification

Connections

Ethernet

Serial Interface

USB

eSATA

IP Camera Protocols Supported IP Cameras

GENERAL

Electrical

Input Voltage

Power Consumption

Environmental
Operating Temperature

Humidity

Mechanical
Dimensions (WxHxD)

Weight (4X Hard Disks)

Screen Size Rack Mount Kit

Language (LCD)

Certification

SAMSUNG TECHWIN AMERICA Inc.
100 Challenger Rd. Suite 700 Ridgefield Park, NJ 07660
Toll Free : +1-877-213-1222  Direct : +1-201-325-6920  
Fax : +1-201-373-0124 
www.samsungcctvusa.com
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