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SONY

SNCER585
Unitized Outdoor
1080p Full HD Rapid
Dome Camera with
30x optical zoom

$5,875.00

U.S.List Price

UPC: 027242280274

Overview

1080p Full HD Rapid Dome camera with 1920 x 1080 resolution, 1/2.8 type Exmor CMOS imager, 30x optical zoom, 3 codecs (JPEG/MPEG-
4/H.264) and dual-streaming capability

Highlights

* Excellent 1080p Full HD picture quality
* Powerful 30x optical zoom capability
* High-speed 360 degrees endless rotation (pan)
* Operating temperature from -40°C to +60°C

* Dynamic range of 86 dB (theoretical) achieved with DynaView™
technology
* IP66-rated waterproof and dust-tight feature
* IK10-rated vandal-resistant feature

Specifications
Camera Specifications Detail

IP/Analog IP

Camera Type 1080p/30fps Rapid Dome Camera

Type 1080p/30fps Rapid Dome Camera

Image Device 1/2.8-type Exmor™ CMOS sensor

Effective Pixels Approx. 3.27 Megapixels

Minimum Illumination Color: 1.7 lx (F1.6, shutter 1/30 s, AGC on, 30 fps, 50 IRE)
B/W: 0.3 lx (F1.6, shutter 1/30 s, AGC on, Night Mode, 50 IRE)

Lens Type Auto-focus Zoom Lens

Focal Length f=4.3mm to 129.0mm

F-Number F1.6 to F4.7

Compression Format JPEG / MPEG4 / H.264

Pan Angle 360° endless rotation

Pan Speed 300°/S (max)

Day Night Yes, true Day/Night

Wide-D Yes



Zoom Ratio Optical zoom 30x, Digital Zoom 12x

Minimum Object Distance 300 mm (wide) to 1200 mm (tele)

White Balance Mode Auto, Advanced Auto, ATW, Indoor, Outdoor, One-push, Manual, Sodium vapour lamp

Horizontal Viewing Angle 59.5° to 2.1°

Exposure Control Full auto, Shutter priority, Iris priority, Manual

Gain Auto/Manual (-3 dB to +28dB)
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